Creating a PDF in QuarkXpress 6 RBI’O ’"t

The Creation of a PDF le in QuarkXpress is a 2 stage process.

First, we need to create a postscript le (.ps) and then distill the postscript in to a PDF using the correct jobop-
tions le.

This document will walk you through the creation of the postscript le and show you how to use Acrobat
Distiller to create the print-ready PDF le. Some of the settings you will need to choose during this process will
be determined by how your print-ready PDF le will be printed;in other words is it Litho, Small Format print-
ing or Wide Format printing? To establish which settings are relevant for your artwork, download our Getting
Artwork Ready for Print guidelines from our Website at http://www.repropoint.com/downloadcentre

First, you need to set up your OS

In order to create a clean PDF you must use a PPD that contains v I Hard Drive
all the relevant page information for a hi-res print. We always v [ Library
recommend that you use the Adobe PDF PPD if you have Adobe
Acrobat installed. If not, then use the RPTPDF PPD that is freely
downloadable from our website and included in the Repropoint -
Print Pack. v [ Content

v lj Resources

v [ Printers
v [ PPDs

To install a PPD le copy it in to the en.lproj. This can be found as 4 enlorot
illustrated. If Quark doesn t see the PPD e, choose Utilities>PPD v L en.pro)
Manager and add the PPD to the list. " RPTPDF.PPD
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